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C. Marshall, C. Bibeau, A. Bayramian. R. Beach, C. Ebbers, M. Emanuel B. Freitas, 
S. Fulkerson, E. Honea, B. Krupke, J. Lawson, C. Orth, S. Payne, C. Petty, 
H. Powell, K. Schaffers, J. Skidmore, L. Smith, and S. Sutton, S. Telford 

Lawrence Livermore National Laboratory 
P.O. Box 808, Livermore, CA 9455 1 

ABSTRACT 
We are developing and building the “Mercury” laser 
system as the first in a series of a new generation of 
diode-pumped solid-state lasers (DPSSL) for 
advanced high energy density (HED) physics 
experiments at LLNL (see Figure 1 below). Mercury 
will be the first integrated demonstration of a 
scalable laser architecture compatible with advanced 
Inertial Confinement Fusion (ICF) goals. Primary 
performance goals include 10% efficiencies at 10 
Hz and a <10 ns pulse with l w  energies of 100 J and 
with 2 d 3 w  frequency conversion. Achieving this 
performance will provide a near term capability for 
HED experiments and prove the potential of DPSSLs 
for inertial fusion energy (IFE). 

Fig. 1. Conceptual diagram of Mercury laser system 

BACKGROUND 
Over the past 20 years LLNL has pioneered the 
development and use of high energy lasers for target 
physics experimPnts in support of high energy 
density physics and inertial confinement fusion. The 
technology lipon which this effort has been based is 
the flashlamp-pumped Nd:glass laser. More than 30 
years have elapsed since the first tlashlamp-pumped 
Nd:glass laser was demonstrated. and this technology 
approach will soon culminate with the construction 
of the National Ignition Facility (NIF) .  Flashlamp- 
pumped Nd:glass lasers have offered crucial 

advantages (e.g. flexibility in pulse format. 
wavelength, and spectral width). allowing the 
progress in ICF physics that has been achieved to 
date. The slow shot rate of once every few hours, 
however, limits the number and type of experiments 
and applications that can be pursued. This limitation 
need no longer be imposed by the laser technology as 
first recognized in the early 1980s by Krupke and 
Emmett. The continuing effort outlined herein will 
culminate with the development of a new class of 
high repetition-rate fusion lasers and will produce the 
first rep-rated solid-state fusion and high-energy- 
density experimental facility. 

The diode-pumped solid-state laser (DPSSL) ICF- 
driver concept has the important advantage of direct 
connectivity to NIF and past Nd:glass solid-state 
lasers such as Nova and Beamlet. The common 
technical issues with all solid-state lasers such as 
nonlinear propagation, beam-smoothing, and energy 
storage/extraction, are numerous; on the other hand, 
in order to achieve the high rep-rate and efficiency 
envisioned for this new generation of lasers (10 Hz 
repetition rate and 10 % system efficiency, 
respectively) it is necessary to replace the flashlamps 
with semiconductor laser diodes. These systems will 
be capable of repetition rates up to 10 Hz, which are 
more than four orders of magnitude higher than those 
of typical fusion lasers today. Mercury goals 
outlined in Table I include 100 Joules/pulse that will 
provide “shots-on-demand” for users. This higher 
rep-rate laser system could be utilized by 
constructing multiple specialized-use target 
chambers and multiplexing the rep-rated laser 
between them. I t  will also motivate the development 
of rep-rated target and diagnostic capability for 
detailed experimental studies that could map out ;I 

broader parameter space. A high rep-rate laser driver 
will also ultimately be needed if ICF is to provide a 
means of generating electrical energy.-. The data in 
Fig. 7, below depict the progress in the energy of ICF 
lasers built at L1,NL. and how the effort in  
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Fig. 2: Plot of the energy from flashlamp-pumped 
Nd:glass fusion lasers as a function of time, and the 
potential time-line for diode-pumped laser 
development. 

diode-pumped solid state lasers is only in its infancy 
at this time with the Mercury laser as the next major 
milestone. The proposed Mercury facility will move 
this technology forward by two orders of magnitude 
in energy and will take us on the first significant step 
into this new generation of rep-rated high energy 
density and inertial confinement fusion lasers. 

TECHNOLOGY DEVELOPMENT PROGRESS 

A significant part of our effort has been directed at 
component research and development for critical 
areas within the Mercury design such a diode 
fabrication and costs, crystal growth, advanced 
cooling concepts, and an integrated system design. 
We describe the progress of these efforts in more 
detail below. 

Laser Architecture and Modeling 

We have assembled a preliminary design for the laser 
system as shown in Fig. 3. The laser design is 
predicated upon using a Yb-doped crystal," Yb- 
doped strontium fluorapatite. Yb:S-FAP offers better 
diode pump laser costs, due to its long storage time, 
than the traditional Nd-doped glass gain medium. 
The laser system utilizes three subsystems for pulse 
amplification: a fiber oscillator, regenerative 
amplifier, and two power amplifiers. The final 
amplification stages are accomplished through four 
passes of the beam through two gas-cooled amplifier 
head assemblies. T h e  reverser optics allow the beam 
to be injected and 3-passed through the amplifiers 
while preserving the image relaying without the need 
for an optical switch. A deformable mirror either 
placed at the end of the amplifier path (as shown) or 
within the reverser optics path will be used to correct 
for wavefront distortions incurred during 
amplification. 

4a 
Fig. 3. Mercury laser system layout. 
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Fig. 4. Diode pumped amplifier head configuration 

A more detailed picture of the power amplifier 
pumping geometry is shown in Fig. 4. The amplifier 
head will be optically pumped from both sides. The 
dual pumping design allows for more uniform 
pumping and thermal loading on the crystals. The 
light from the diode array light is first condensed 
with a lens duct followed by an optical element 
which homogenizes the spatial profile of the pump 
beam. The light emerging from the output of the 
homogenizer is imaged onto the gain media with a 
pair of lenses. The angled dichroic beam splitters 
allow the pump beam to pass through the optic and 
into the amplifier head while allowing the extraction 
beam to be reflected. 

We have developed a baseline performance code to 
model energy flow in the Mercury laser system. This 
modeling code performs optimization and tradeoff 
studies to define the system design. To keep the 
analysis manageable, several approximations have 
been made in describing the pump excitation and 
laser energy extraction physics as detailed below. 

First. we model the laser diode pump array 
performance including the effects of  transient 
heating during the laser diode pump pulse. Transient 
diode heating is accounted for by dynamically 
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t r x i i i i ;  t l ie  r o l l - o t f  111 diode array or i t pu t  p o \ \ e i .  i i r l t l  

the red a h i t t  iii t he  diode emission spectrum. with 
increasing i e i i i pera t t i re  hiring the p u l s e  I n  additioii 
to the coiitrihritioii o f  diode chirp to the p u m p  
spectrum. t he  entire array i s  characterized b> ;I 

G a u s s i : ~ i i  disrrihiitiori o f  wa\elengths representing 
the spre;id i i i  the center wavelengths o f  the 
approxinutel!. h-100 indi\idual diode bars that \?ill 
comprise the entire pump array The peak po\ver 
capabilit) ot the m a )  is 640 kW with :I l ie  spectral 
half-width of -1 X nrii that describes the pump array 
radiation A thernial diffusion model t l r a t  is 
anchored to exprriiiiental data IS used to describe the 
transient temperature rise experienced b) the diode 
array during ;I pump prilse. 

The code n t x t  treat> the transport of the laser diode 
array piimp radiation in to  the Yb:S-FAP slabs. A ray 
prop;igation treatnient is used to track the pump 
radiation through a lens duct and homogenizer One 
of the critical par:imeters that characterizes the laser 
diode array performance for the pump deli\,er) 
architecture th:it IS being pursued here is the 
divergence of the radiation in  both the slow and f x t  
axis directions. To control the fast axis divergence. 
each diode bar has its output radiation conditioned 
by a shaped cylindrical microlens." 

The microlens conditioned fast axis divergence of 
the diode :ma! I S  characterized by a FWHM of I O  
mRad in the diode fast axis and 150 nrRad In the 
perpendicii1;ir slo\i. a i s  ivhich i s  consistent u.ith the 
data obtained tor- ;I prototype diode array described 
below. After the ptinip light is conditioned b> the 
shaped cylindric;il micro-lenses i t  is delivered to ;I 

lens tluctl" ha\.in; the sanie dimensions ;is the slab 
:ipertore w.hich I \  to he pimped. Rec:iuse efficiency 
is the c h i \  in: i .o r i5 idc . ra t io r l  i n  the design ot the laser 
systei i i .  the Ie i i \  J u i i  15 designed to l x i \ ,e  iir;i\;iniuni 

traiistei- et l ic iLxi ic,> \\ itlioiit r e g x d  f o r  thc uriitoriiiit! 
of the  r:iili:itioii a i  i t \  crid 

The code \{e dt . \e loped then toru.ariI propag:ite> tht, 
puinp r:rdi:ition through the 7 slahs coiiipri!,iiig the 
gain mod 11 le to calc 11 late 2-d i me I I  si oil i l l  pi 1111) 

deposition protiles ;it c i c h  slab. LIS \ \ e l l  :is sl:ih etigr- 
cladding opt ical  loading \ d u e s .  ' I  his I;ist portioii ot 
the c o c k  approximates the physics a.;sociatcd \I i t h  
the pomp excitation process. The ray tracr portion 
of the modeling code is normalized h! ~ i s i n g  ;I I - 
di niensional pi1 nip pu I se propagu t I on mode I .  'r'hi s 
propaytion code dynamically calculates the gain 
loading of the intf i\. idual laser slabs using ;I tre:;itiiient 
that includes the effects of Yb'- ground state 
depletion. spectra I I! se I e c t i ve pu nip \?:I \'e de p I e t i  o n . 
Y b '* flu ore sce n ce de cay. and ;I m pl i f'i ed s po n t ;I neo t i  s 
emission Lvhich is handled using :I s i m p l i f i e d  
trea t nrent . 



intensity pump radiation. Another feature accounted 
for in our modeling is the geometrical overlap of the 
left and right counter-propagating pump beams with 
the extracted area of the slabs in each stack. The 
left-going pump is imaged onto the extracted region 
in the right most slab and the right going pump is 
imaged onto the extracted region in the left most 
slab. This results in the pump beams diverging out 
of the extracted regions as they propagate away from 
the outermost slab they were imaged on. The 3-D 
ray trace code allows us to quantify the fractional 
pump deposition within the slab-extracted area on a 
slab by slab basis. The pump spatial profile leads to 
uniform heating of the laser slabs as shown in Fig. 6, 
while the geometric overlap integral between the slab 
extraction mode and the pump beam is shown in Fig. 
7. It can be seen from Fig. 7 that the pump and 
extraction modes are well overlapped at greater than 
90% efficiency for all crystals. 

Thwrn.1 Irnanshyat SbbFm-s WkmW 

1 2 5  

1 

0 7 5  

0 5  

0 25 

0 , 2 3 4 5 6 7 8 8 1 0 1 1 1 2 1 3 1 4  

shb number 

Fig. 6. 2-D pump deposition profiles of the Yb:S- 
FAP lead to uniform thermal distributions. 

and keep the thermal load from slab to slab balanced. 
The balancing of the thermal load from slab to slab is 
an important consideration for the optimum 
performance of the gas cooling being employed here 
which is accomplished by using three different 
doping values of 1 . 4 ~  I Oi9/cm3, 1 . 7 ~  1 O”/cm’. and 
2 ~ 1 0 ’ ~ .  See Orth et. a1.3 for a discussion of the gas 
cooled laser slab technique. 

Energy extraction modeling uses a standard Frantz- 
Nodvik analysis that has been modified to account 
for the quasi-three level nature of the Yb3’ ion to 
calculate the gain-log and saturation fluence after 
each pass through the system. 

Figure 8 shows one impact of the narrow absorption 
feature on the pump excitation radiation. The 
integrated pump power spectrum after the slabs 
exhibits a spectral hole burned into it by the 
absorption of the Yb3’:S-FAP. Because one of the 
driving design considerations of the laser system is 
the optimization of its efficiency, the developed code 
is critical for specifying desired diode operating 
characteristics as well as performing system 
sensitivity studies of these diode characteristics. 

Integrated power spectrum betore and alter slabs 
(Jlnrn) 

Geometrlc overlap of pump Ilght wlth extraction area 

I 880 885 890 895 :EO 905 910 915 920 

Fig. 8. Integrated pump power spectrum before and 
after slabs. 

1 2 3 4 5 6 7  

slab 

Fig. 7. Fractional pump deposition within the 
extracted area of each slab, or the overlap integral. as 
calculated by our 3-D pump propagation code. 

One of the issues that we have addressed with our 
modeling capability is the specification of the slab- 
to-slab dopings to both optimize laser performance 

- 

Figure 9 shows the extracting pulse fluence and the 
net gain-log of the 14 slabs as a function of the pass 
number during the four-pass extraction. The final 
slab to be traversed by the extracting pulse is 
projected to see a reasonable fluence of 9 J/cm’. In 
addition the code also performs a path integral of the 
local extraction pulse irradiance, assuming 
temporally square extracting pulses, which is in turn 
used to calculate a B-integral for the system. 
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Fig. 9 (a) Extracting fluence of the 14 slabs that 
comprise the amplifier system as a function of the 
pass number during the four-pass extraction 
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Fig. 10. Mercury laser system performance versus 
diode pump pulse duration. An assumed diode wall 
plug efficiency of 45 5% (electrical-to-optical) is used 
in generating the electrical-to- 1047 nm optical 
efficiency curve. 

One example of a sensitivity study is shown in Fig. 
IF). where both efficiency and output pulse energy are 
plotted against the pump pulse duration. In terms of 
pulse energy output and overall efficiency, the goal 
of the Mercury laser system is 100 J and a wall-plug 
efficiency of 10%. Using an assumed diode 
efficiency (electrical-to-optical) of 4S% these goals 
can be met with a pump pulse duration of 750 psec. 
Initial extraction propagation modeling for the 
baseline configuration has been completed using the 
PROP92 code in 3D (x.2.t) developed for NIF. Based 
on estimated Yb:S-FAP gain profiles obtained from 
the 2D (2.0 modeling described above, these runs 
verified the Mercury goals of a focal spot smaller 
than 5 times diffraction limited with an deformable 
mirror containing ;I! Icist 100 J.  The 3D calculations 
also set limits on t h y  1'b:S-FAP optical specifications 
such as bulk loss of 1 %  per cm which has been 
experimentally demonstrated. In addition. the 
calculation sets wavefront distortion limits on the 
laser crystals as a function of spatial frequency. 
Figure 1 I presents the allowable wavefront distortion 

in terms of a power spectral density (PSD) versus 
spatial frequency. A straight line at twice the level of 
this distortion is shown in  Fig. 1 1  along with 
wavefront-distortion measurements of a Yb:S-FAP 
crystal. Figure 1 1  demonstrates that we can grow 
crystals with wavefront distortions within a factor of 
about two of what is needed for Mercury. Crystal 
growth progress is described below. Calculations 
planned for the rest of 1998 include 4D PROP92 
runs in (x,y,z,t) to better understand transverse 
nonlinear effects. 

- . - ,  - - . I . . - ,  ir.,5P-, ~ -., .,,. _-- , . . ~  
..-.-. . ii-i- 

t~ - , 1  

Figure 1 1. Wavefront distortion specified as a power 
spectral density (PSD) versus spatial frequency. 
Data point are from measurements on Yb:S-FAP 
crystals. Relevant region on the plot lies between the 
two vertical lines. 

Diode Arrays 

The laser diode array module is shown in Fig.12. 
The heatsink is formed from a monolithic substrate 
that is thermally conductive but electrically 
insulative. Metalization provides electrical 
continuity from one side of the bar and a spring (or 
solder) is used to connect the backside of the bar to 
the adjacent metalization layer. Since the active layer 
of the diode bar rests firmly against one side of the 
slot, accurate alignment of the laser diode is ensured 
which enables precision microlens alignment to the 
arrays of reduced complexity and with accurate 
alignment registration (i.e., to increase the effective 
brightness). 

Fabricating diode heatsink structures in Be0  presents 
challenges precision engineering technology. We 
have selected Be0  as the heatsink material by 
considering the trade off in thermal performance 
with ease of fabrication. In addition. we have 
fabricated 40-bar heatsinks in which all of the feature 
tolerances are kept to within ? 5 pm. The arrays are 
designed to accept 1 mm diode cavity lengths to 
increase the therniul footprint of the diodes, thereby 
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mitigating the power droop associated with thermal 
transients. A 40-bar array was fabricated from 940 
nm laser bars that were grown and fabricated at 
LLNL. As shown in Fig. 13a, the array was operated 
up to 4.1 kW of peak power (1.03 kW/cm') with an 
electrical to optical efficiency of 50%. This 
exceeded our goal of 1 kW/cm'. As shown in the 
figure, the power level at the beginning and end of 
the pulse are nearly the same. indicating little power 
loss from thermal transients during the pulse. The 
900 nm diode bars that will be used for Mercury 
have been life tested under accelerated conditions 
(lOOW, 100 Hz. 750 ps) and have exceeded 10' shots 
with < 30% current rise (produced by Coherent- 
Tutcore, Finland) 

Figure 12. (a) Diagram of prototype BASIS 40-bar 
laser diode array built in 1998. 

In Fig. 13b. the angular divergence (fast axis) is 
shown for the same array after microlensing. 
Precision lens frames were fabricated from Si via wet 
etching and the microlenses were fiber-pulled from 
an aspherically shaped pre-form. The divergence was 
measured to be approximately 40 mRad with 85% 
collection of the energy output which meets the 
performance requirements for Mercury. 

Conceptual design of the control system and 
diagnostics for the laser diode pulse power system is 
complete. The design focuses on ease of operation 
and protection of the laser diodes. Computer based 
diagnostics will monitor the current and voltage for 
each diode sub-array in real time. The data will be 
presented as a "waterfall" array allowing quick 
operator verification of  normal operation. 

Figure 13. (a) Light output versus current 
characteristics for a 40-bar array at a peak power 
level of 4.1 kW/cm'. 

12 . . . . I  .... , . .. ., . .. .-. ,. ...,.... ,. ... 
40 t 10 mR --> tolerances t 16 pm 

Theta (mR) 
Figure 14. Divergence of array output emission 

perpendicular to the active layer following a single 
active alignment step. 

Crystal Growth 

The goals of the crystal growth efforts for the 
Mercury project are to assess the growth potential of 
Yb:S-FAP [Yb4':Srs(P0,)1F] crystals, develop a 
resource for the growth of full size crystals, and 
investigate the capability and integrity of the fusion 
bonding process to attach the cladding layers for 
large scale crystals (4 x 6 x 0.75 cm). 

Significant progress has been made in understanding 
the growth characteristics and defect chemistry of 
Yb:S-FAP [Yb":Sr5(P0,)3F] crystals which has 
helped provide high optical quality material for the 
Mercury Laser. Yb:S-FAP crystals are typically 
grown by the Czochralski method. , This laser 
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requires crystalline slabs of dimension 4 x 6 x 0.75 
cm’ for the active gain region. Growth of sufficient 
size crystals to provide these slabs is challenging due 
to a number of defect structures, including 
cloudiness in as-grown boules, core defects, slip 
dislocations, and cracking in larger diameter boules > 
4.0 cm. In an effort to understand each of these 
defects and determine a feasible growth technique 
for producing high optical quality crystals during 
1998, a collaborative effort was put forth between 
LLNL, Crystal Photonics lnc., and Scientific 
Materials lnc., to study the growth of Yb:S-FAP. 
This effort is described by Schaffers et. al. in another 
paper of this same volume of Trends in Optics and 
Photonics. 

Thermal Management 
The Mercury laser head and gas cooling architecture 
are being designed in a modular format, for which 
the laser slabs are mounted in a vane element, as 
shown in Fig. 15. The vane elements are then stacked 
to form the laser head assembly, a cross-section of 
which is depicted in Fig. 16. Between each of the 
flow vanes is a cooling channel to remove the waste 
heat from the laser slabs’”’‘. Upstream of the 
constant area channel section are nozzle elements 
where the helium cooling flow is accelerated to Mach 
0.1. Downstream of the channel section are diffuser 
elements (both in the vanes and in the containment 
structure) where the helium flow is decelerated. 

Significant progress has been made on the design of 
the laser head, specification of the gas cooling 
system, and prediction of the thermally induced 
optical distortions in the laser medium. The 7-slab 
laser head fabrication is now in progress. Detailed 
fluid dynamic simulations of flow within the channel 
and diffuser sections of the system were performed 
to produce a design with minimum potential for flow 
instabilities. Detailed finite element simulations of 
stresses in the optical windows were performed to 
ensure comdiance with desien safety criteria. 

Composite 

structure 

Fig. IS. Composite crystal assembly embedded into 
cooling vane structure 

Nozzle Channel Diffuser 
section section section - -  - e 

cooling block 
vanes 

Fig. 16. A schematic of the cross-section of a 
Mercury laser head showing the stacked vane 
structure with yellow cooling channels between each 
vane. 

Detailed thermo-mechanical calculations of the laser 
slabs have been performed. The simulations included 
details of the thermal source distribution in the laser 
slabs, details of cooling flow boundary conditions, 
and mechanical and thermal details of the slab 
mounting configuration. These calculations indicate 
that thermal distortions are predominantly driven by 
pump roll-off at the edges of the aperture and 
conduction of heat from the central hot portions of 
the aperture to the cooler periphery. The optical 
phase distortion is predicted to be 0.17 
waves/slab/pass, which translates to 9.5 waves of 
distortion for the 14-slab, 4-pass optical system. 
This amount of wavefront distortion is similar to that 
predicted for other advanced ICF lasers such as NIF 
(<15 waves). In all solid-state ICF laser systems 
including Mercury, the thermal distortions are of 
low-spatial frequency and as a consequence are 
amenable to correction with adaptive optics or 
tailored phase plates. 

Summary 

There are significant technical challenges 
incorporated into the Mercury development plan that 
will advance key elements of laser technology by 
orders of magnitude. For example, we will advance 
the scale of the diode array peak output powers to - 1 
MW and simultaneously maintain high brightness. 
This effort will also develop the largest Yb:S-FAP 
optical elements by a factor of six in volume. The 
gas-cooled-slab architecture will enable high peak 
power (up to TW) lasers to be extended to large 
output powers of up to > I  kW average power. In 
addition. this will be the highest energy/pulse diode- 
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pumped laser ever built by an order of magnitude. 
Achievement of these and other significant advances 
will make this project extremely challenging within 
the current scope of schedule and budget. 

The Mercury project is developing the next- 
generation high-energy-density and fusion laser. 
Flashlamp-pumped Nd:glass systems have served as 
a central technology by which the physics of ICF and 
high energy density plasmas have been explored over 
the last two decades. Laser technology has 
progressed, however, such that it is now possible to 
envision systems that are not repetition-rate limited. 

References: 

1. W. F. Krupke, Fusion Technol. 15, 377 (1989). 
2. J. L. Emmett and W. F. Krupke., Sov. J. Quantum 
Electron. 13,l (1983). 
3. “A diode pumped solid state laser dnver for 
inertial fusion energy”, C. D. Orth, S. A. Payne, and 
W. F. Krupke, Nuclear Fusion 36( 1) 75 (1996). 
4. “Ytterbium-doped apatite-structure crystals: a 
new class of laser materials”, S. A. Payne, L. D. 
DeLoach, L. K. Smith, W. L. Kway, J. B. Tassano, 
B. H. T. Chai, and G. Loutts, J. Appl. Phys. 76(1) 
497 (1  994). 
5. “Laser, optical and thermomechanical properties 
of Yb-doped fluorapatite”, S. A. Payne, L. K. Smith, 
L. D. DeLoach, W. L. Kway, J. B. Tassano, and W. 
F. Krupke, IEEE J. Quantum Electronics 30(1) 170 
(1994). 
6. “Laser and spectroscopic properties of 
Sr5(P04)3F:Yb”, L. D. DeLoach, S. A. Payne, L. K. 
Smith, W. L. Kway, and W. F. Krupke, J. Opt. SOC. 
Am B 11(2), 269 (1994). 
7. “Diode-pumped ytterbium-doped SrS(P0&F laser 
performance”, C. D. Marshall. L. K. Smith, R. J.  
Beach, M. A. Emanuel, K. I .  Schaffers, J. Skidmore, 
S. A. Payne, and B. H. T. Chai, IEEE J.  of Quantum 
Electronics 32(4) 650 (1996). 
8. “1.047 mm Yb:SrS(P04)3F energy storage optical 
amplifier”, C. D. Marshall, S. A. Payne, L. K. Smith, 
H. T. Powell, W. F. Krupke, and B. H. T. Chai, IEE 
J.  of Selected Topics in Quantum Electronics 1(1), 
67 (1995). 
9. J .  J .  Snyder. “Cylindrical microlenses”, Proc. 
SPIE. 1992. 13 (10(~.?). 
10. R .  J. Beach, “Theory and optimization of lens 
ducts“. Appl. Opt., 35. 2005 (1996). 
1 1 .  See for example, Measurement of the 
inhomogeneity of a window. Chaiyu, Ai and James 
E. Wyant. Optical Engineering. 30(9), 1399 (1991). 

12. “Power spectral density specifications for high- 
power laser systems”, J.K. Lawson, D.M. Aikens, 
R.E. English, Jr., C.R. Wolfe, SPIE Proceeding 2775, 
“Specification, Production and Testing of Optical 
Components and Systems”, pp. 345 (1996). 
13. S. B. Sutton and G. F. Albrecht, J. Appl. Phys. 
69, 1183 (1991). 
14. G. F. Albrecht, et al., Appl. Opt. 29, 3079 (1990). 
15. International Atomic Energy Agency, “Physics 
Activities”, 97-02190 (1997).   

Page 8 




